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MAXIMUM RELIEF VALVE
BACKFLOW PREVENTER SIZE DISCHARGE RATE DRAIN SIZE
1/4", 38" 1/2" 35 GPM 3"
3/4" 1" 140 GPM 6"
1-1/4", 1-1/2" 2 350 GPM 8 EXISTING PUBLIC
- :_ - ._.. " m n
EXISTING SALT WORKS GARAGE
SHED
2112, 3 500 GPM 8 21/2' 2 1/2" x 4" FIRE DEPARTMENT
CONNECTION WITH CUSTOM LABEL
"BUILDING SPRINKLERS" COORDINATE TYPE
INCREASER 4',6" 8", 10" 800 GPM 10" AND LOCATION WITH LOCAL FIRE MARSHAL
SPILL BACKFLOW PREVENTER (1FIPE SIZ6)
6" ELECTRIC >r>x_<_|\.i
RELIEF VALVE DISCHARGE TO 2"CW FILL FROM EXISTING SUPPLIED AND WIRED BY
DISCHARGE PIPING. PROVIDE REFER TO CHART INSTALL PER SITE DOMESTIC WATER SECTION 13915
MINIMUM 3" AIR GAP FOR PIPE SIZE ‘ MANUFACTURES 5 3-WAY FIRE PUMP
EXTERIOR RECOMMENDATIONS C TEST HEADER
WALL AND REQUIREMENTS EXISTING FUEL
\| PUMP
Wﬁ%ﬂ VALVE m__.wmmmmm\m_km ~—EXISTING UNDERGROUND
UNION 2(20,000 GALLON) FUEL STORAGE TANK
(TYPICAL) UNDERGROUND
STORAGE TANK
%
\ CURB VALVE
& %
INLET |V'=§ % E'Al OUTLET “ DRIP STRIP. FOR FIRE PUMP HOUSE, 500GPM@100PSI
\ i DIESEL VERTICAL TURBINE PUMP,
T 1] % LOCATION REFER TO
% CIVIL DRAWINGS PROVIDE THREADED FIRE ABOVE PUMP VAULT. PROVIDE
N\ % HEATING & ELECTRICAL AS
' \ DEPARTMENT CONNECTION
REDUCED PRESSURE FLOOR P/ GRADE FOR DRAFTING. COORDINATE REQUIRED BY MANUFACTURER
STRAINER WITH BACKFLOW PREVENTER ! TYPE & SIZE WITH LOCAL AHJ
BLOW-DOWN VALVE %
—
FP202 A\ FP202
—~——— INSTALL OVERSIZED COPPER EXISTING DRIVEWAY
DRAIN PAN BELOW RPD, AND
PIPE DRAIN TO RECEPTOR.
) BACKFLOW PREVENTER DETAIL (2" AND SMALLER) D BACKFLOW PREVENTER OVERFLOW PIPING DETAIL
FP202 / NOT TO SCALE FP202 /NOT TO SCALE
WATER STORAGE TANK PANEL
BFP-1 WITH REMOTE SIGNAL BACK TO
2"REDUCED PRESSURE FIRE ALARM PANEL
BACKFLOW PREVENTER « (2)WATER LEVEL
WITH OVERFLOW ¢ (2)HIGH WATER
* (2)LOW WATER
1 2 ¢ (2)TROUBLE
6" NST X 4" NST HOSE THREAD FP202 N\ FP202 o . * (2)TEMPERATURE <40°F
COUPLING COORDINATE WITH ° °
LOCAL FIRE MARSHAL ° 5 °
PIPING SHALL BE CUSTOM
PAINTED, COORDINATE WITH ——NORMALLY CLOSED VALVE PRE-FAB FIRE )
_ ARCHITECT (CLOSED UNDER LOSS OF PUMP HOUSE 4 SITE PLAN
POWER, OPENS UNDER LOW %a FP202 /NOT TO SCALE
WATER LEVEL)
+- 36" LA
S I B B |
175"
6" GALVANIZED SCHEDULE 40
PIPE AND FITTINGS N CONCRETE ELECTRIC ALARM
(2)20,000 GALLON FIBERGLASS BELL (TANK)
WATER STORAGE TANKS | 2"CW FILL TO WATER IN RISER MUST REMAIN | SLAB
STORAGE TANKS BELOW FROST DURING HIGH N\
WATER, PROVIDE STYROFOAM AS , | ®\ CONTRACTOR TO
REQUIRED . .
/l = PROVIDE PRE-FAB
TANK OVERFLOW 2'"CW FILL FROM SITE FIBERGLASS FIRE PUMP HOUSE ON
TO SITE STORM (2)LEVEL CONTROL DOMESTIC WATER WET WELL SLAB W/HEAT, ETC...
_ ~ |j H SENSORS 2"CWFILL TO
1 1 - — HIGH WATER ALARM STORAGE TANKS DIESEL TANK SIZED z\/
WATER LEVEL ACCORDANGE WITH — FIRE PUMP
(20,000 GALLONS) NFPA 20 DIESEL ENGINE CONTROLLER
rmgkwﬁmw_ﬂxz ALL PIPE BELOW GRADE TO BE WIBATTERY RACK
(15, ) SCH. 40 GALVANIZED. PIPE SHALL ’d )
TEMPERATURE BE GALVANIZED INSIDE AND OUT. BFP-f m
| | SENSOR (<40°F) PIPE TO BE PRIMED AND WRAPPED 2'REDUCED PRESSURE / o
O~ WITH SCOTCHWRAP 50 PRIMER BACKFLOW PREVENTER WITH 500GPM @ 100PS!,
AND WRAP OVERFLOW COORDINATE / VERTICAL TURBINE
LOCATION WITH PUMP HOUSE DIESEL FIRE PUMP
MANUFACTURE
\ TROUBLE ALARM
3 PROVIDE ACCESS
‘ : FP202 N\ EP202 HATCH ABOVE PUMP
2"CWFILL TO
PIPING SHALL BE PITCHED TO STORAGE 327
PROVIDE POSITIVE SUCTION

CONCRETE PAD

/"3 \FIRE PUMP TANK DETAIL

TYPICAL FOR
(2) TANKS

TO TANK #2

FP202 /NOT TO SCALE

2"CW FILL FROM SITE
DOMESTIC WATER

/"5 \FIRE PUMP HOUSE

PROVIDE PUMP HOUSE
MONITORING (<40°F) AS REQUIRED
TO NOTIFY BUILDING OWNER
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